Challenger
RipSaw Extreme
One of
best trailconstruction
tracks ever offered
still a bestseller
The Challenger Extreme is built from the
§ the
Single-ply
and and
advanced
molding
today, with
rigid, hard-wearing
for mile
after
mile of
same DNA as our classic Challenger
technology
make it thelugs
lightest
in its
category
dependable use. A wide range of sizes fits many different
design, but with even higher lugs—up to
§ Lug geometry and support columns allow lug cup
snowmobiles. This is the benchmark model for high
3”—that make boondocking bottomless
and flex action delivering unmatched flotation
performance trail tracks, with excellent durability and
powder and climbing the steepest chutes
§ Available
in or
a full
range snow.
of lengths up to 174” to
traction
on groomed
hard-pack
look easy.

Model 9105M

MOUNTAIN
TRAILS

Camoplast Snowmobile Tracks - 35
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fit all popular snowmobiles
§ Rigid lugs provide superior handling, acceleration,
and braking on groomed trails

Saw-tooth lug design for versatility in all snow types
MODEL

DIMENSIONS

MODEL

DIMENSIONS

9035M
15” x 174” (38 cm x 442 cm)
9036M
16” x 174” (41 cm x 442 cm)
9102M
16” x 154” (41 cm x 391 cm)
9104M1
15” x 154” (38 cm x 391 cm)
9105M1
15” x 163” (38 cm x 414 cm)
9115M
16” x 174” (41 cm x 442 cm)
9144M
16” x 146” (41 cm x 371 cm)
9145M1
15” x 146” (38 cm x 371 cm)
LUG HEIGHT
9225M
16” x 156”WEIGHT
(41 cm x 396 cm)

9001H
9040H
9146H
9148H
9149H
9968H
9968H144
9969H
9969H162

13.5” x 128” (34 cm x 325 cm)
15” x 128” (38 cm x 325 cm)
15” x 121” (38 cm x 307 cm)
15” x 120” (38 cm x 305 cm)
15” x 120” (38 cm x 305 cm)
15” x 121” (38 cm x 307 cm)
15” x 121” (38 cm x 307 cm)
15” x 136” (38 cm x 345 cm)
15” x 136” (38 cm x 345 cm)

1.25” (32 mm)
34 lb. (15.5 kg)
1.25” (32 mm)
41 lb. (18.5 kg)
1.25” (32 mm)
35 lb. (16 kg)
1” (25 mm)DIMENSIONS
32 lb. (14.5 kg)
MODEL
1.25” (32 mm)
(16
kg)cm)
9174M
15” x 153”35
(38lb.
cm
x 389
1.25” (32 mm)
(18.25
kg)
9175M
15” x 162”40
(38lb.
cm
x 412 cm)
1.25” (32 mm)
(17.25
9176M
16” x 162”38
(41lb.
cm
x 412 kg)
cm)
1.25” (32 mm)
43 lb. (19.5 kg)
1.25” (32 mm)
43 lb. (19.5 kg)

Model 9968H144

9969H162
Model and
9175M
Enhanced stud easy tracks
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§ Narrow lug base for reduced rolling resistance

LUG HEIGHT

WEIGHT

DRIVE PITCH

CLIP CONFIG.

and maximum
2.5” (64 mm)
63 lb. (28.5top
kg) speed
3” (76 mm)
Full
2.5” (64 mm)
69 lb. (31.25 kg)
3” (76 mm)
Full
§ Angled profiles
for aggressive
forwardFull
and
2.5” (64 mm)
59 lb. (26.75 kg)
2.86” (73 mm)
lateral bite
2.5” (64 mm)
57 lb. (25.75 kg)
2.86” (73 mm)
Full
2.5” (64 mm)
59 lb. (26 kg)
2.86” (73 mm)
Full
3” (76 mm)
72 lb. (32.75 kg)
3” (76 mm)
Full
2.5” (64 mm)
56 lb. (25.5 kg)
2.86” (73 mm)
Full
2.5” (64 mm)
52 lb. (23.5 kg)
2.86” (73 mm)
Full
DRIVE
CLIP
CONFIG.
3” (76PITCH
mm)
68 lb.
(31 kg)
3” (76 mm)
Full
2.52” (64 mm)
2.52” (64 mm)
2.52” (64 mm)
2.86”
mm)
LUG(73
HEIGHT
2.86”
mm)
2.5”(73
(64 mm)
2.52”
mm)
2.5”(64
(64 mm)
2.52”
mm)
2.5”(64
(64 mm)
2.52” (64 mm)
2.52” (64 mm)

Every 3rd /closed windows
Embedded sharp tip lug studs
Full
Single-ply construction
Every 3rd /open windows
Full
WEIGHT
DRIVE PITCHEnhanced
CLIP
CONFIG.
stud
easy tracks
Full
57 lb. (25.75 kg)
3” (76 mm)
Full
Full
55 lb. (25 kg)
3” (76 mm)
Full
Full
57 lb. (25.75 kg)
3” (76 mm)
Full
Full
Full

Full cupped lug design for powdersnow types
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